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SELECTH

By Light Sources, Inc.

37 Robinson Boulevard, Orange, CT 06477
Phone: 203-799-7877 Fax: 203-795-LAMP

USER INSTRUCTIONS

This page provided by UVA SunSystems, Inc. Call 1-800-274-1744 to order lamps

THE FOLLOWING INSTRUCTIONS ARE IN COMPLIANCE WITH POLICY ON LAMP COMPATIBILITY', 21 CFR 1040.20(e)(2)(iii)

- MODEL IDENTIFICATION

Select F71 100W Select FR71 100W
LAMP TYPE: EQUIVALENT TO:
Select F71 100W Speed 175 F71 BI PIN, Speed 205 F71 Bl PIN, Speed 215 F71 BI PIN
Select FR71 100W Speed 225R F71 Bl PIN, Speed 255R F71 Bl PIN, Speed 275R F71 Bl PIN

DANGER - Ultraviolet radiation. Follow instructions. Avoid overexposure. As with natural sunlight,

overexposure can cause eye and skin injury and allergic reactions. Repeated exposure may cause
premature aging of the skin and skin cancer. WEAR PROTECTIVE EYEWEAR; FAILURE TO MAY

RESULT IN SEVERE BURNS OR LONG-TERM INJURY TO THE EYES. Medications or cosmetics
may increase your sensitivity to the ultraviolet radiation Consult physician before using sunlamp if
you are using medications or have a history of skin problems or believe yourself especially sensitive

to sunlight. If you do not tan in the sun, you are unlikely to tan from use of this product.

Sunlamp - DANGER - Ultraviolet radiation. Follow instructions.
Use ONLY in fixture equipped with a timer.

ALWAYS FOLLOW INSTRUCTIONS ACCOMPANYING THE SUNLAMP PRODUCT TO AVOID
AND MINIMIZE POTENTIAL INJURY! ALWAYS WEAR PROTECTIVE EYEWEAR!

PURCHASER SHOULD RETAIN THIS FORM FOR FUTURE REFERENCE AND LAMP COMPATIBILITY INFORMATION



